Ventilation Products D

SPECIFICATIONS

QAKZA150

effhw.  AKZA150 Fan

!E!M!D 120 CFM @ 0.20" SP., 34.4 Watts

¢ Blower Wheel
Balanced polymeric dual inlet blower wheel secured in place using a hex nut.

e Motor
Enclosed 4 pole high efficiency, permanently split capacitor motor (PSC);
life time lubrication, suitable for continuous operation. Motor bearings -
sleeve. Rated 115/120 volts, 60 Hz.

¢ Fan Housing

23 gauge galvanized steel housing with 1" thermal & acoustical insulation
dimensions: 12"/16"W x 13"/16"D x 13%16" H.

¢ Duct Collar
6" round, zinc plated metal collar adapter. Gasketed, spring loaded
aluminum backdraft damper.

Model IA613R 6" round, zinc plated metal inlet collar adapter included
with kit.

¢ Electrical Connections

external wiring compartment cover.
e Controller

and allows installer to configure optimal ventilation.

¢ Unit Mounting

2 supplied housing mounting angles. The housing mounting angles can be
adapted for inline or top discharge mounting (hardware not provided).
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0.5" electrical knockouts provided. Easy wiring access via either internal or
e Kit Contents
Unit mounted controller monitors temperature and humidity of incoming air 1 - AKZA150 Fan
1 - Qu Series Controller
1-6" Inlet Adapter
1 - FB13 Filter Box
1 - Quick Release Bottom Acess Panel
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